20" MINIMUM

DRIVEWAY SHALL BE EXTENDED
TO END OF RADIUS AND

>

PROVIDE BROOM FINISH

CONSTRUCTION — 5 MIN. & 10’
JOINT (TYP) MAX. CURB
SECTIONS

TERMINATE AT THE ROW LINE

>

m, FACE OF CURB
I,
5/1/0 3‘5;?
73) DROP CURB FOR CURB
LANDING SEE 2170 RAMPS (IF APPLICABLE) LANDING
RAMP DR. A RAMP
| |
% ~ 2.0% Slope 1 %
* EXPANSION x
/'JOINT 36 CTYP)
| ‘ | / *X / | ~
EXISTING GUTTER AT CURB CUT MUST 90" Max.
MEET THE CRITERIA OF DCED—R2022. 70° Min. * PAVEMENT & CURB

IF NOT, REMOVE AND REPLACE

NOTE: A LARGER RADIUS MAY BE REQUIRED PER
CURRENT COUNTY STANDARDS. RADIUS MUST BE
APPROVED BY COUNTY ENGINEER.

20" MIN.

8"

POURED INTEGRAL

*x MAINTAIN CONCRETE GUTTER AND 4"
UNDERDRAIN.  BROKEN OR CRACKED
SECTIONS MUST BE REPLACED.

CLASS "C" CONCRETE

|
‘ 6”

IF

THE CONTRACTOR SHALL BE RESPONSIBLE FOR
COORDINATING ALL INSPECTIONS FOR THE
CONSTRUCTION OF THE DRIVEWAY WITH THE COUNTY
INSPECTION DEPARTMENT AT 740-833-2400.

SECTION A-A

1
i

THROUGH CROWNED PAVEMENT

FOR ADDITIONAL NOTES AND SPECIFICATIONS, SEE STD.
DRAWING DCED—R2300. FOR JOINT DETAIL, SEE STD.
DRAWING DCED-R2170.
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Delaware County Engineer
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