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PROVIDE 8 WIDE BY & EARTH

DEEP KEY—WAY AROUND
PERIMETER OF EMBANKMENT

EMBANKMENT KEYWAY DETAIL

A SAFETY BENCH IS RECOMMENDED ON ALL
RETENTION BASINS. PROVIDE A 5 WIDE

(MIN) SAFETY BENCH AT 12:1 SLOPE MAX. EMBANKMENT: 4:1
SLOPE MAX.

2.5 BELOW NORMAL
WATER SURFACE

4:1 MAX. SLOPE
BELOW WATER SURFACE

SAFETY BENCH DETAIL

SAFETY BENCH SHALL BE PROVIDED AROUND THE ENTIRE PERMIETER OF THE
RETENTION FACILITY.

SLOPES AS STEEP AS 2:1 ARE PERMITTED BELOW THE SAFETY BENCH AS
LONG AS EROSION CONTROL MATS OR OTHER MEANS ACCEPTABLE TO THE
COUNTY ENGINEER ARE PROVIDED.

PROVIDE TIED CONCRETE BLOCK MAT,

CURB CUT AT TYPE 1 PER ODOT 601.12. THE

FLOOD ROUTE SURFACE OF THE MAT SHALL BE BELOW
N THE TOP OF THE PARKING LOT.

PARKING LOT
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FLOOD ROUTES DOWNSTREAM OF PARKING LOTS

= 100 YEAR
FLOOD ROUTE
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