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ITEM 630 GROUND MOUNTED SIGN SUPPORTS, AS PER PLAN
GROUND MOUNTED POST SUPPORTS SHALL BE A SQUARE POST WITH ANCHOR BASE AS PER DETAIL ON ODOT STANDARD DRAWING TC-41.20. ALL POSTS SHALL BE 2”X2” 12 GAUGE SQUARE TUBING WITH OPEN HOLES AND ALL ANCHOR BASES SHALL BE 2 ¼”X2 ¼” 12 GAUGE SQUARE TUBING WITH OPEN HOLES.

ITEM 630 SIGN FLAT SHEET, AS PER PLAN
IN ADDITION TO 630, ALL SIGN SHEET MATERIAL SHALL BE DIAMOND GRADE DG3 MANUFACTURED BY 3M COMPANY OR APPROVED EQUAL.


ITEM 621 RAISED PAVEMENT MARKER, AS PER PLAN
CENTER LINE MARKERS SHALL BE PLACED BETWEEN THE LINES WHEN SINGLE OR DOUBLE SOLID LINES ARE USED. MARKERS INSTALLED ALONG AN EDGE LINE OR CHANNELIZING LINE SHALL BE PLACED SO THAT THE CASTING IS NO MORE THAN 1 INCH FROM THE NEAR EDGE OF THE LINE. MARKERS INSTALLED ALONG A LANE LINE OR DASHED YELLOW CENTER LINE SHALL BE PLACED BETWEEN AND IN LINE WITH THE DASHES.

ITEM 630 SIGNING MISC.; STREET NAME BRACKETS, AS PER PLAN
STREET NAME BRACKETS SHALL BE MANUFACTURED BY SIGNFIX OR EQUAL. THE 36”, 42”, AND 48” SIGN BRACKETS SHALL BE SIGNFIX SS O/S WITH HDTE OR EQUAL. THE 54”, 60”, 66”, OR 72” SIGN BRACKETS SHALL BE SIGNFIX DBL O/S WITH HDTE OR EQUAL. BRACKET LENGTHS ARE DETERMINED BY THE SIZE OF THE STREET NAME SIGN (SEE DCEO STANDARD DRAWING R2185).
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ALL BANDING MATERIAL USED TO INSTALL THE STREET NAME SIGNS SHALL BE THE SAME COLOR AS THE POLES (BANDS AND BRACKETS). THE BANDING SHALL BE ULTRA-LOK 200 SERIES, ¾” WIDTH WITH A THICKNESS OF 0.030” OR APPROVED EQUAL.

